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This item, a direct copy of the article entitled “The HELIOGRAPH” written by Louis Meulstee, 
PA0PCR, and originally published in Morsem Magnificat some years ago, was prompted by 
the fun we had trying to operate the heliograph, brought along to a recent club meeting by 
Johan, ZS6CAQ.  A lot of interest was shown in the unit, and initiated further research into 
the origin of the device, as well as finding out how it should be used in practice. 
 
Copied from the original article: 
 
“Heliography, or signalling with the sun’s light by means of mirrors has been known for 
centuries. Herodotes tells of a signal flashed from Athens to Marathon by means of a 
burnished shield at the time (480 B.C.) when the Greeks were about to come to grips with 
Darius’ army.  Xenophon mentions similar signals sent by Lysander before the battle of 
Aegospotamos. 
 
The Moors in Algeria were using sun flashing as far back as the 11th century A.D.  An 
extensive system of signalling by means of mirrors  placed on high towers provided 
communication, under favourable conditions, between major cities in Algeria. 
 
The forerunner of the heliograph is the HELIOTROPE, a device by which a flash may be 
sent in any desired direction regardless of the sun’s motion.  This was invented by Willem 
Jacob van’s Gravesande (1688-1742), a Dutch physicist.  A similar instrument was devised 
by Gauss, the German mathematician, in 1821, and used operationally during surveying in 
Germany. 
 
Pre-coded messages were signalled by interruption of the beam of sunlight.  The invention 
of the Morse code opened up a new field. In 1860 the heliotrope was modified by insertion of 
a shutter between the mirror and the distant station.  This increased the speed of Morse 
signalling considerably. 
 
The Heliostat 
The heliotrope however was fragile and inaccurate.   These disadvantages were overcome 
by the HELIOSTAT, prototype of the heliograph, invented in 1869 by Mance (later Sir Henry) 
and introduced into the British Army in 1875. 
 
This instrument consisted of a mirror with unsilvered spot and a sighting arm or duplex 
mirror.   Signalling was still by means of a shutter.   In 1877 an important improvement was 
devised by Lieutenant G.R.R. Savage, then inspector of Signalling in Roorkee, India.   He 
replaced the rather slow shutter by an oscillating mirror.   Correctly adjusted, the light beam 
could only be seen by the distant station if the key was pressed.   With this replacement the 
instrument evolved into the HELIOGRAPH – see picture 2A, 2B and Key to Pictures 
  



 
 

 
 



 
 
Using the heliograph 
Alignment of the heliograph to a distant station is quite simple and is carried out in two basic 
steps. 

1. Adjustment of the sighting rod by standing between the sun and mirror and moving 
the head until the distant station is hidden by the unsilvered spot in the cenre of the 
mirror.   Keeping the head still and moving the sighting rod until the cross wires 
exactly coincide with the reflection of the distant station and the unsilvered spot. 

2. Adjustment of the reflected sunlight to the distant station by moving the mirror until a 
dark spot (unsilvered spot) coincides with the sighting mark on the rod. 

 
Because of the movement of the sun it is necessary to repeat step 2 from time to time to 
keep the light direction to the  distant station. 
 
When the sun and the distant station are in opposite directions it is impossible to reflect the 
light from one mirror alone in the required direction.   A second mirror, called the duplex, 
must be placed so that the light from the sun is reflected from the signalling mirror to the 
duplex and  thence to the distant station. 
 
Military use 
From 1875 until 1941 the heliograph was used by the British Army extensively in the Middle 
and Far East, and also by both opponents during the Boer War. 
 
An observation post on top of the Great Pyramid, equipped with a heliograph, formed part of 
the defence organisation of Cairo during WW1.  



The last operational use of the heliograph in the British army was in 1947 at the siege of 
Solium Hayata during the desert campaign of the 8th Army. 
 
Performance 
In a clear atmosphere and in the absence of physical obstacles it is surprising what 
distances can be achieved by the heliograph.   With 15x20 cm mirrors, ranges as far as 110 
km  have been covered.   Even larger rangers were recorded with 1x1 metre mirrors in 1883, 
with signals between the islands of Mauritius and Reunion at a distance of 240 km. 
 
The normal range of the commonly used 5-inch mirror was 40-80 km under good conditions.   
He heliograph was placed on a stand to obtain a stable base for the instrument.   With 
unfavourable conditions, or with long range working, telescopes were used at the receiving 
stations. 
 
The reflected beam of light from a heliograph is visible for eight metres on either side of a 
station at a distance of 1600 meters.   The signalling speed is 12 w.p.m., up to a maximum 
of 16 w.p.m.   During the Zakka Khal expedition of 1908 a cipher message of 884 words was 
despatched through two relay stations.   This was transmitted in 2½ hours with only one 
mistake. 
 
Experienced operators could set up and align a heliograph in 60 seconds.   After sunset oil-
lamps or limelights have been used for communications at night.   Moonlight has also been 
used for this purpose”. 
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